
 
 

Stop!!!!!!!! 
 

Caution 

 
Modifying a vehicle for off-road use, whether it is center of gravity, suspension or steering, will 
change the way it handles both on and off road.  Reaction, ride and possible premature wear 
on parts are possible.  Extreme caution is recommended when encountering off camber of 
abrupt maneuvers.  Avoid sharp turns that may result in a vehicle’s loss of control and/or 
possible roll-over causing serious injury or death.  Height modifications may increase a 
vehicles susceptibility to roll-overs.  Know your provincial, territory, or state lift/modification 
laws.  Not all modifications may be legal for road or safety certification in your area.  Knowing 
your provincial, territory, or state laws is the responsibility of the purchaser and/or vehicle 
operator. 
 
All Zuki Nation kits and products are designed and produced for OFF ROAD USE ONLY.  All 
liability pertaining to the installation and usage of all Zuki Nation products is the responsibility 
of the vehicle owner and at his/her own risk. Zuki Nation and/or its affiliates are not 
responsible for damage to vehicle due to parts breakage or failure. If Zuki Nation parts are 
modified beyond our manufactured standard or parts are replaced with any other than the 
original parts supplied any and all warranty is null and void.  Zuki Nation recommends a 
professional mechanic install all kits and have your vehicle inspected regularly. 
 
Zuki Nation products are covered by a Replacement Warranty only.  Warranty items are 
subject to inspection before warranty replacement.  Material and Workmanship Warranty for a 
period of six months from purchase date.  No refunds after purchase. 
 
By the purchase and/or installation of any parts, kits, and/or vehicles (modified or not) the 
purchaser is fully aware that he/she is completely responsible and releases any liability to 
Zuki Nation and/or any of its affiliates, agents, or representatives and Zuki Nation and/or its 
affiliates cannot be held liable for any accidents or injuries causing bodily harm and/or death. 
 
By the purchase of Zuki Nation products and/or its affiliates products, the customer and/or 
purchaser, understands and agrees to the above disclaimer and information.  
 
 

Zuki Nation always recommends having a licensed professional install any kits or parts. 

Please read all instructions carefully before installing any kit or parts. 

 



 

 

 

 

 1999+ TRACKER/VITARA/GRAND VITARA BUMPER INSTRUCTIONS 
 

 Bolt On Procedures: 

 

1. Remove Grill 

 

2. Remove air pump from bottom of original bumper.  

 

3. Remove original bumper.  

 

4. Driver side bumper bracket: (3 round holes go the the frame side, the 3 slots go to the bumper 

side, the offset of the bends are to the inside of the truck. The frame is wider than the bumper) 

Place against driver side front frame rail orientate so that the front two holes are on the frame 

rail. The first hole is size on size, the second hole is smaller and needs to be opened up to match 

the bumper bracket.  

 

5. Secure the bracket to the frame using the provided hardware and scribe the rear 3rd hole. Center 

punch and drill to match bumper bracket.  

 

6. Secure bracket will all bolts to frame.  

 

7. Repeat for passenger side. 

 

8. Reinstall grill.  

 

9. Place bumper on newly installed brackets. The slotted holes on the brackets will line up with 

the three bottom holes on the bumper bucket.  

 

10. Align and secure with hardware. **Note** The top of the bumper skin goes on top of the small 

metal lip under the headlights that runs the length of the vehicle. 

 

11. Remount air pump to existing bolt & hole on rad support. IMPORTANT **If you are using the 

vehicle for flat towing the bumper brackets must also be welded to the frame**  

 

Re torque after 500 kms 


